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BritChem’s silicone is a one-part Neutral curing silicone sealant 
formulated for use in Construction & Glazing applications where a fast 
skin and cure time is required. It is suitable for sealing a wide range of 
construction and expansion joints in buildings, where joint movement 
up to 25% is expected.

Basic:	� Silicone
Physical appearance: Paste
Curing System:	 Moisture Curing
Cure Type: Neutral
Specific Gravity:	 1.25 - 1.28 	
Skinning time:	� 5-7 minutes approx. 

(@ 23ºC & 50% relative humidity).
Tack Free Time:	� 90 minutes approx. 

(@ 23ºC & 50% relative humidity).
Full Cure:	� Approx. 2-3mm per 24Hrs. 

(@ 23ºC & 50% relative humidity).
Hardness:	 20 – 25 Shore A Durometer
Non-Sag Properties (ISO 7390)	 <2mm Approx.
Elastic Recovery (ISO 7389)	 >80%
Movement accommodation: 	 25% 
Colours Available 	� White, Light Grey, Dark Grey,  

Black & Green 

MECHANICAL PROPERTIES ON ALUMINIUM SLABS (EN ISO 8339)
Modulus at 100% elongation:	 0.32 Mpa 
Application Temp Range:	 +5ºC to +40ºC.
Service Temp Range:	 -50ºC to +150ºC. 

MECHANICAL PROPERTIES ON CONCRETE SLABS (EN ISO 8339)
Modulus at 100% elongation:	 0.32 Mpa 
Application Temp Range:	 +5ºC to +40ºC.
Service Temp Range:	 -50ºC to +150ºC.
Slump Resistance:  �Excellent.  May be used in joints up

to 25mm wide and 12mm deep.                                   
Shelf Life:  	�12 months when stored in unopened 

cartridges under cool, dry conditions.  
Life Expectancy:	 When used and applied correctly the 

sealant will perform in excess of 20 years.
Chemical Resistance:	� The cured sealant is unaffected by water, 

dilute acids and alkalis, soap and 
household detergents. Certain solvents 
may soften and swell the cured rubber  
on prolonged contact.

TECHNICAL DETAILS

Typical applications include; Construction joints in walls and cladding 
panels, partition walls, panels and facades, metal framework, sealing 
around plastic, timber and aluminium window and door frames, roofing 
and conservatory applications, capping sealant for bead glazing, and 
general sealing work.  

APPLICATIONS

• 	�Silicone sealants generally should not be used in situations where
abrasion from pedestrian or vehicular traffic may be encountered, or
for submerged joints in porous substrates, which may permit water
to reach the bond interface.

• 	�Do not use for applications subject to contact with food products.

• 	�Do not use in the manufacture of aquariums or for sealing
swimming pools.

• 	�Always check to determine suitability of the sealant on any surface
that may give cause for concern.

LIMITATIONS

DESCRIPTION

BritChem’s Silicone exhibits excellent unprimed adhesion to most 
building components and is suitable for sealing a wide range of 
construction and expansion joints in buildings.

Adhesion to a wide range of substrates such as Glass, Anodised and 
Mill Finished Aluminum, Steel, Stainless Steel, rigid PVC, Concrete 
and other porous surfaces is excellent. As good practice, we do 
recommend preliminary adhesion tests on any new surfaces and with 
certain porous surfaces a primer may be required to achieve the best 
level of adhesion.
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• Consult Health and Safety Data Sheet.

• 	�Avoid contact of uncured sealant with the skin. If uncured sealant
comes into contact with eyes, flush out immediately with clean water
for at least 5 minutes. Consult medical advice if irritation persists

• Use in a well-ventilated area. 

• 	�As with all chemical products, care should be taken during use and
storage.

• Do not eat or drink while using the product.

KEEP AWAY FROM CHILDREN AND ANIMALS.

Store in dry conditions between 5ºC and 25ºC.  

STORAGE

HEALTH AND SAFETY

These data are offered in good faith as typical values and not as a 
product specification.  No warranty, either expressed or implied, is 
hereby made.  The recommended industrial hygiene and safe handling 
procedures are believed to be generally applicable; each user should 
review these recommendations in the specific context of the intended 
use and determine whether they are appropriate.

FURTHER INFORMATION

1 std size cartridge is sufficient to seal approximately 8.5m with a  
6mm x 6mm bead.or 2.5 m with a joint dimension of 15mm x 8mm.

COVERAGE

Meets ISO 11600 standard with the classification – 
ISO 11600-F&G-25LM

STANDARDS

It is important to remember that correct application of the sealant 
is key to good adhesion. Surfaces to which BritChem’s NSSFC is to 
adhere must be clean and free from loose material, standing water 
or contaminants, which otherwise may impair the bond.  Non-porous 
surfaces such as aluminium should be cleaned with a suitable product.  
For applications where movement will be exhibited i.e. construction 
joints, the minimum joint dimensions should be 6mm x 6mm with 
the maximum dimensions being 25mm wide by 12mm deep.  Where 
deeper joints are found, depth can be reduced using a suitable backer 
rod.  Areas of perimeter pointing where a fillet is to be applied, the 
minimum measurement across must be 10mm with a minimum depth 
of 6mm.  If conditions are suitable for application ensure joints are 
properly prepared, and apply sealant firmly into the joint using an 
application gun.  Ensure a good solid fill is achieved.  Once applied, 
sealant can be tooled within 5 minutes to required finish.  

APPLICATION INSTRUCTIONS


