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BUTYL RUBBER SEALANT BL

DESCRIPTION TECHNICAL DETAILS
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"u okirajp nafaoa” Application Temp Range: +5°C to +40°C.
Service Temp Range: fi/0°C to + 40°C.
m Slump Resistance: <3mm
Shelf Life: 12 months in unopened containers when
Life expectancy of 11 years in recommended applications stored under cool, dry conditions.
Excellenvadhiesion Service Life: At least 1.#-1 years when used as

Low shrinkage
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recommended.

Store in cool, dry conditions.

APPLICATIONS
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HEALTH AND SAFETY
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APPLICATION INSTRUCTIONS

All surfaces must be clean and dry and free from dirt, dust, grease and other
contamination. The sealant should be applied by applicator gun, firmly onto
the surface to ensure good contact and adhesion.

Sealant extruded from the joint can be wiped off and the surface cleaned with
white spirit.

LIMITATIONS

BritChem Butyl Rubber Sealant must not be used in:
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The sealant is flammable and contains organic solvent. Keep away from
sources of ignition. Use in well ventilated areas. Should any of the
sealant come into contact with eyes, then flush eyes liberally with clean
water. Seek medical advice if irritation persists. If accidentally
ingested, seek medical attention and show the container or label. For
eye contact flush with copious amounts of warm water and seek
medical attention. See Health and Safety Data Sheet for further
information. KEEP AWAY FROM CHILDREN AND ANIMALS.

FURTHER INFORMATION

The information given in this product data sheet is offered in good
faith as typical values and not as a product specification. No warranty,
either expressed or implied, is hereby made. The recommended
industrial hygiene and safe handling procedures are believed to be
generally applicable, each user should review these recommendations
in the specific context of the intended use and determine whether they
are appropriate.
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