
www.britchem.co.uk

BritChem Ltd

Unit 6. Beehive Business Park, Smithies Lane, Heckmondwike. WF16 0NF

T: +44 (0)1924 412000 E: sales@britchem.co.uk

Pmb`fcf` do^sfqv:

	

 1.75 ± 0.05 g/cm3
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Ħ/0ºC to + 40ºC.

 non-slumping

12 months in unopened containers when 
stored under cool, dry conditions.

At least 20 years when used as 
recommended.

TECHNICAL DETAILSDESCRIPTION

BritChem Butyl Rubber sealant HPB is a superior, rubberised, gun-applied 
sealing compound with excellent adhesion to most construction surfaces. 
It dries by solvent release. It is intended for use in concealed, non-porous 
bedding joints.

PRODUCT DATA SHEET

BUTYL RUBBER SEALANT HPB

Version No 4
Revision Date: 10-09-2024 
Page 1 of 1

APPLICATIONS

BENEFITS
• Life expectancy of 20 years in recommended applications
• Excellent adhesion
• Low shrinkage
• Jk op]ejejc kn keh ^haa`
• Bhate^ha+jkjĦd]n`ajejc ]p hks pailan]pqnao

Primarily for providing a durable air and waterproof seal between 
overlapping metallic sheets. Typical applications include air sealing of 
curtain walls, ducting seals, bedding vehicle and caravan body panels, 
profiled sheet roofing etc. The sealant remains pliable at low 
temperatures so can be used for certain cold store sealing applications.
After application, if the surface of the sealant is exposed to the 
atmosphere, it becomes tack-free by solvent loss over the next 3-5 
days, depending on temperature, to produce a flexible rubber seal. The 
sealant is intended to be mainly non-drying for bedding applications.

The information given in this product data sheet is offered in good 
faith as typical values and not as a product specification. No warranty, 
either expressed or implied, is hereby made. The recommended 
industrial hygiene and safe handling procedures are believed to be 
generally applicable, each user should review these recommendations 
in the specific context of the intended use and determine whether they 
are appropriate.

STORAGE
Store in cool, dry conditions.

HEALTH AND SAFETY
The sealant is flammable and contains organic solvent. Keep away from 
sources of ignition. Use in well ventilated areas. Should any of the 
sealant come into contact with eyes, then flush eyes liberally with clean 
water.  Seek medical advice if irritation persists.   If accidentally 
ingested, seek medical attention and show the container or label.  For 
eye contact flush with copious amounts of warm water and seek 
medical attention.  See Health and Safety Data Sheet for further 
information. KEEP AWAY FROM CHILDREN AND ANIMALS.

FURTHER INFORMATIONAPPLICATION INSTRUCTIONS
All surfaces must be clean and dry and free from dirt, dust, grease and other 
contamination.  The sealant should be applied by applicator gun, firmly onto 
the surface to ensure good contact and adhesion.

Sealant extruded from the joint can be wiped off and the surface cleaned with 
white spirit.

LIMITATIONS
BritChem Butyl Rubber Sealant must not be used in: 
Ħ _kjop]jp s]pan eiianoekj oepq]pekjo* 
Ħ Exposed joints
Ħ ej _kjp]_p sepd pda a`ca kb h]iej]pa` ch]oo kn ejoqh]pejc ch]oo qjepo*




