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FILL & SKIM PATCHING COMPOUND is a ready mixed, easy to use 
deep gap filler and patching plaster. The light weight formulation is 
easy to spread and allows deep holes to be filled as well as being 
smoothed to a feather edge.  It will not slump even when used to fill 
very deep holes making it especially suitable for use when repairing 
ceilings. It is ideal for smoothing over previously textured surfaces or 
old uneven plasterwork.

The product will not shrink or crack and once dry can be painted or 
papered over.

Form:	 Soft paste

Colour:	 Light Grey

Drying time:	� Surface dry and over-paintable in 24 hours 
(depending on ambient temperature and 
humidity). Through dry will depend on depth 
of filler, temperature and humidity.

Specific Gravity:	 0.95 – 1.05

Application Temp.:	 +5ºC - +40ºC

Service Temp.:	 -15ºC - +70ºC

TECHNICAL DETAILS

Stir filler to a smooth paste, adding one or two drops of water if 
necessary. To fill deep holes apply with a filling knife working the filler 
firmly into the hole. To achieve a professional finish, use a clean wet 
float and gently smooth over the surface before it dries, cleaning the 
float between strokes. Wash tools in warm water after use. If necessary 
the surface can be easily sanded to achieve a level finish between 
application sections. Apply a sealer coat if over painting. Cold or 
damp conditions will greatly delay the drying times.  Do not apply in 
temperatures below 5ºC.

APPLICATIONS

Ensure all areas are free from dirt, oil and loose particles. Very dusty 
surfaces should first be primed with a dilute PVA sealer (5:1 water: 
PVA).  Gloss surfaces should first be sanded to provide a good key and 
bare metal painted with a suitable primer. Nail and screw heads should 
be treated with oil based primer to prevent rust bleed through. Rough 
textured surfaces should be lightly sanded to remove peaks.

PREPARATION

DESCRIPTION

Do not use in permanently damp or wet areas.
For internal use only.

LIMITATIONS
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Avoid contact with skin and eyes.  In case of eye contact flush with 
plenty of water for at least five minutes.  If irritation persists seek 
medical advice.  As with all chemical products care should be taken 
during storage and use. Do not eat smoke or drink while using 
this product. Keep away from children and animals.  For further 
information refer to current MSDS sheet.

HEALTH AND SAFETY

Store in dry frost free conditions

12 months from date of manufacture when stored in unopened 
containers as recommended.

STORAGE

SHELF LIFE
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These data are offered in good faith as typical values and not as 
specifications.  No warranty, either expressed or implied, is hereby 
made.  The recommended industrial hygiene and safe handling 
procedures are believed to be  generally applicable, each user should 
review these recommendations in the specific context of the intended 
use and determine whether they are appropriate.
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