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BritChem FR Intumescent Luff Coating is a halogen free, polymer 
emulsion-based sealant that swells when subjected to temperatures 
in excess of 125ºC and forms a char coat that restricts the passage of 
smoke and fire.  

It is specifically formulated to exceed the requirements of London 
Underground standard 1-085 issue no. A2. 

It is easily applied and dries to a flexible and smooth surfaced 
material which is readily over paintable.  It has excellent adhesion to 
a wide range of substrates and will not harden or crack with age.

Form:		  Ready to use low viscosity paste.

Cure System:		  Water based

Colour:		  As supplied

Specific Gravity:		  1.45 to 1.55

Sag (1.5mm coat):		  None

Drying Time (20oC/85%RH):	� Approx. 12 hours (drying time is 
affected by ambient temperature. 
Lower temperatures will extend 
drying times.)

Solids:		  76 - 80%

Cleaning:		  Uncured Coating with water 

Application Temp. Range:		 +5ºC to +35ºC

Service Temp. Range:		  -10ºC to +70ºC

Shelf Life:		�  Up to 12 months when stored in 
unopened containers in cool dry 
conditions. AVOID extremes of 
temperature

TECHNICAL DETAILS

BritChem FR Intumescent Luff Coating forms a fire and smoke seal 
for Pre-Coating mineral fibre batts.

Finishing of fire stopping installations of service penetrations in walls 
and floors.

If the sealant is to be overpainted, building regulations may require  
a fire-resistant coating. 

APPLICATIONS

BritChem FR Intumescent Luff Coating has been independently tested  
to the following assessments:

When dried the coated batts will provide over 2 hours fire resistance  
when tested according to BS476 Part 20.

SPECIFICATION COMPLIANCE

DESCRIPTION

•	� BritChem FR Intumescent Luff Coating is not suitable for areas of 
constant water immersion Or High movement areas.

•	� Not intended for application on bituminous substrates or substrates 
that can exude certain oils and plasticizers or solvents.

•	 Not intended for hard plastic surfaces.

•	� Not recommended for submerged joints or areas exposed to  
highabrasion. 

•	� Not suitable for food contact or medical applications.

•	 Protect from water for a minimum of 24 hours after application.

LIMITATIONS
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These data are offered in good faith as typical values and not as a 
product specification.  No warranty, either expressed or implied, is 
hereby made.  The recommended industrial hygiene and safe handling 
procedures are believed to be generally applicable, each user should 
review these recommendations in the specific context of the intended 
use and determine whether they are appropriate.

FURTHER INFORMATION

BritChem FR Intumescent Luff Coating presents no known health 
hazards when used as recommended.  Consult Health and Safety 
data sheet for further information.  As with all chemical product, 
care should be taken during use and storage to avoid contact with 
foodstuffs, skin, eyes and mouth.  If accidentally ingested, seek 
medical attention do not induce vomiting and give copious amounts 
of water to drink.

KEEP AWAY FROM CHILDREN AND ANIMALS.  

HEALTH AND SAFETY

Available in:-  5L & 15L Buckets. 

AVAILABLE PACK SIZES

Store in cool dry conditions.  PROTECT FROM FROST. 

STORAGE

All surfaces must be clean, dust and frost free.  

•	� PRE-COATED BATTS: apply BritChem FR Intumescent Luff Coating  
inside and around the edges of the service opening and to the pipes, 
cables, tray etc up to 100 mm from the edge of the opening.

	� Cut the fire batt to size and coat any cut edges. Joints can be sealed  
with BritChem FR Intumescent Luff Coating.

•	� UN-COATED BATTS: after installation of the fire batts as described 
above, apply a generous coating of BritChem FR Intumescent Luff  
Coating to the entire surface of the fire batt.

After use clean all equipment with warm water. On highly porous surfaces, 
the surface may be primed with PVA bonding aid diluted with water.

APPLICATION INSTRUCTIONS


