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Density:	 1.85-1.95g/cm3

Flash Point: >55ºC

Application  
Temperature Range:	 5ºC to 40ºC

Service  
Temperature Range:	 -40ºC to 60ºC

Movement Up to 10% total movement 
Accommodation:	� in butt joints and up to 20%  

total movement in shear joints.

Slump Resistance:	� Suitable for joints up to 
20mm x 20mm.

Service Life:	� Approximately 10 years when used 
as recommended.

Shelf Life:	� 12 months in unopened containers  
when stored under cool, dry conditions.

TECHNICAL DETAILS

For pointing and weather sealing around metal and timber doors, 
window frames and sills, sealing low movement joints in brick and 
concrete construction. It has excellent adhesion to most construction 
surfaces. After application a protective skin forms in approximately  
24 hours. The bulk of the mastic remains soft and flexible beneath the 
skin. If excessive movement occurs, rupturing the skin, the mastic will 
reseal itself.

APPLICATIONS

No specification available for this product.

SPECIFICATION COMPLIANCE

BritChem General Purpose Mastic is a superior oil-based, non-drying, 
gun-applied sealing compound with excellent adhesion to most 
construction surfaces.

DESCRIPTION

BritChem General Purpose Mastic must not be used on contact with 
bitumen or mastic asphalt, or in constant water immersion situations.

LIMITATIONS
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APPLICATION INSTRUCTIONS

G E N E R A L
All surfaces must be clean and dry and free from dirt, dust, grease and 
other contamination. The mastic must be gunned firmly into the joints to 
ensure a solid fill.

P R E P A R A T I O N
In deep or straight through joints foam backer rod should be used to 
provide a firm backing for the mastic and to limit the joint depth to be 
approximately equal to the width. When used for fillet pointing, face width 
should be a minimum 10mm with a minimum depth of 6mm.

P A I N T I N G
Although not essential, regular painting of the mastic will improve 
durability and may also be required for decorative purposes. Paint with a 
good quality conventional non-bituminous decorative paint system as soon 
as the surface has formed a good dry skin (normally 1 to 3 days).

M A I N T E N A N C E
Inspect annually and make good as necessary. If sectional replacement 
of mastic is required, cut out the affected area, clean the substrates 
thoroughly and replace with new General Purpose Mastic in accordance 
with application instructions.  Never use a dissimilar material for repair 
work.
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These data are offered in good faith as typical values and not as a 
product specification.  No warranty, either expressed or implied, is 
hereby made.  The recommended industrial hygiene and safe handling 
procedures are believed to be generally applicable, each user should 
review these recommendations in the specific context of the intended 
use and determine whether they are appropriate

FURTHER INFORMATION

Should any of the mastic come into contact with eyes, then flush 
eyes liberally with clean water. Seek medical advice if irritation 
persists. If accidentally ingested, seek medical attention and show 
the container or label. See Health and Safety Data Sheet for further 
information.  

KEEP AWAY FROM CHILDREN AND ANIMALS.

HEALTH AND SAFETY

Store in cool dry conditions.

STORAGE

1 standard size cartridge is sufficient to seal at least 8.5 metres of a 
6mm by 6mm joint. 1 trade size cartridge is sufficient to seal at least 
10.5 metres of a 6mm by 6mm joint.

COVERAGE
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