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BritChem Hybrid Polymer Duct sealant is a one part, solvent-free adhesive 
based on the latest polymer technology. It has excellent primerless 
adhesion to most substrates. It cures to a tough, elastic adhesive sealant. 
The cured sealant has good abrasion, oil and solvent resistance.

Type:	 Hybrid Polymer 

Cure system:	� Cures by vulcanization upon exposure to 
moisture in atmosphere.

Specific Gravity:	 Colours: 1.45 – 1.50

Skinning Approx. 15-20 minutes  
Formation Time	 (at 23ºC and 50% relative humidity). 

Cure rate:	� Approx. 3mm per 24Hrs  
(at 23ºC and 50% relative humidity).  
As the joint depth increases,  
the cure rate will slow down.

Shore A hardness:	 45 -55 (DIN 53505)

Tensile Strength at 0.6 Mpa 
100% extension:	

Movement	 ±20% 
accommodation: 	

Flow: 	 <2mm (ISO 7390)

Frost Resistance 	 Up to -15 
During Transport: 

Application Temp Range:	 +5ºC to +35ºC.

Service Temp Range:	 -40ºC to +100ºC.

Shelf Life: 	 18 months from date of manufacture 

TECHNICAL DETAILS

BritChem Hybrid Polymer Duct Sealant is designed for the sealing of 
low movement assembly joints in pressurised ductwork installations to 
prevent loss of air pressure. The product has been tested to Class D to 
HVCA standard DW 144. BSRIA Test No 103119/1

Classification: ISO 11600 – 20HM

Acoustic Properties: Tested to BS EN ISO 140-3:1995 
Test report Nos. 125-76, 77, 79-81

APPLICATIONS

BritChem Hybrid Polymer Duct Sealant is not suitable in joints where 
movement exceeds + or – 20%, or in conditions of continuous water 
immersion.
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BritChem Hybrid Polymer Duct Sealant presents no known health 
hazards when used as recommended.  Consult Health and Safety 
data sheet for further information.  As with all chemical product, 
care should be taken during use and storage to avoid contact with 
foodstuffs, skin, eyes and mouth.  If accidentally ingested, seek 
medical attention do not induce vomiting and give copious amounts 
of water to drink

KEEP AWAY FROM CHILDREN AND ANIMALS.

Store between +5ºC and +25ºC.  PROTECT FROM FROST.

STORAGE

HEALTH AND SAFETY

These data are offered in good faith as typical values and not as a 
product specification.  No warranty, either expressed or implied, is 
hereby made.  The recommended industrial hygiene and safe handling 
procedures are believed to be generally applicable, each user should 
review these recommendations in the specific context of the intended 
use and determine whether they are appropriate.

FURTHER INFORMATION

All surfaces must be clean, dry and free of contamination such as 
grease or oil. It is recommended that all joint surfaces are solvent 
cleaned and dried prior to application of sealant and assembly.

• �Flange joints - Apply a continuous bead of Hybrid Sealant
between the flanges around the edge of the gasket after assembly
and firmly tool into the joint.

• �Seam joints - Firmly gun a bead of Hybrid Sealant along the seam
and tool as required.

•	� Spigot joints - Apply a thick coat of Hybrid Sealant to the male
end of the coupling, slide on the straight run of ducting and
mechanically fasten.

Tool off any excess material over the exterior of the assembly and 
fastener heads. Leave to cure fully before pressure testing and 
commissioning.

The rate of cure of the sealant in the joint is dependent on temperature 
and humidity, the joint arrangement and the depth of sealant applied.

APPLICATION INSTRUCTIONS




