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LIGHTWEIGHT JOINTING COMPOUND is a ready mixed, easy to use 
product for finishing of drywall systems. The lightweight formulation 
weighs approximately a third less than traditional jointing compounds, 
which gives easier handling and application, very low shrinkage and an 
excellent crack-free finish. 
The compound is suitable for use with mechanical taping machines.

• �Stir the compound in the bucket to loosen the gel structure. If a thinner
consistency is required e.g. for mechanical applicators, add water in
small quantities and test after each addition. Do not over-thin.

• �Apply compound to joints and embed tape. Allow to dry and lightly
sand. Apply a second coat and feather out to approximately 5cm
beyond the first coat. Sand lightly when dry.

• �Cover fasteners and edge beading with as many coats of compound
as necessary to get a smooth finish feathered out onto the board.

• �Do not use coarse sanding media for smoothing and finishing
(less than 150 grit).

• �Cold or damp conditions will greatly delay the drying times.
Do not apply in temperatures below 10ºC.

APPLICATION

•	� Light weight – easier handling. Less tendency to drop
during application.

•	� Ready mixed – consistent product quality. Ready to use
or easy to let down with water if required e.g. for taping or
with machine applicators.

•	� Low shrinkage – fewer applications required and
allows excellent first-time finishing.

• 	�Fine particle formulation – allows excellent ‘featheredge’
finishing and hair-line crack coverage.

•	� Superior adhesion – excellent bonding to metal and
board surfaces.

•	� Easy sand – formulated to produce an easy sand dry finish. 
No clogging of sandpaper.

•	� Over-decoration – produces a smooth dried finish which
allows easy, trouble-free decoration.

BENEFITS

Fix Gypsum boards in accordance with manufacturer’s instructions. 
Ensure all joints are free from dirt, oil and loose particles. 
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Store in dry, frost-free conditions away from extreme heat.

STORAGE

Avoid contact with skin and eyes.  In case of eye contact flush with 
plenty of water for at least five minutes.  If irritation persists seek 
medical advice.  As with all chemical products care should be taken 
during storage and use. Do not eat smoke or drink while using 
this product. Keep away from children and animals.  For further 
information refer to current MSDS sheet.

HEALTH AND SAFETY

These data are offered in good faith as typical values and not as a 
product specification.  No warranty, either expressed or implied, is 
hereby made.   The recommended industrial hygiene and safe handling 
procedures are believed to be generally applicable; each user should 
review these recommendations in the specific context of the intended 
use and determine whether they are appropriate.

FURTHER INFORMATION

12 months from date of manufacture when stored in unopened 
containers as recommended.

SHELF LIFE

LIGHTWEIGHT JOINTING COMPOUND

Form:	 Soft paste

Colour:	 Off white

Specific Gravity:	 1.05 – 1.12

Application Temp.:	 +10ºC - +40ºC

Service Temp.:	 -15ºC - +70ºC 

Drying time 0.5mm – Feather edge:  
(at 20ºC):	 Sandable in 2-3 hours

1mm:   Sandable in 8 - 10 hours 

2mm:   Sandable in 12 - 14 hours

3mm:   Sandable in 20 hours

Drying time is affected by temperature  
and humidity. Lower temperature and higher 
humidity will increase drying time.

	�The above drying times relate to larger areas of 
product applied over plasterboard. Small filler 
sections will dry faster.
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