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Skinning time:

	

Specific Gravity:	

	�

 A blend of acrylic polymers and selected fillers.

Ready to use paste.

1.65 g/cm3  ± 0.5g/cm3

 Approx. 200°C

Application Temp Range: 0ºC to 40ºC.

Service Temp Range: -0°C to 100ºC.

Shelf Life:	� Minimum 24 months when stored in unopened 
containers as recommended

TECHNICAL DETAILS

APPLICATION INSTRUCTIONS
To achieve a high-quality seal, ensure the substrate is clean and free from any 
dirt, dust and that it is dry. Remove the FR Putty from the container & Press 
the FR Putty into the socket recess ensuring full contact is made to all sides. .

DESCRIPTION

BritChem Intumescent FR Putty provides a fast, efficient, and clean 
method of achieving the required seal  It is designed as non-setting and 
flexible, it will not harden, crack or dry out with age. The Intumescent 
properties will activate as temperatures reach 200°C thus restricting the 
passage of fire and smoke. 

SPECIFICATION COMPLIANCE
BritChem Intumescent Putty have been tested to the following 
assessments:

-An indicative fire test based on BS476 achieved a fire rating up to 2 hrs
within a dry wall construction.

-Sound tested for acoustic performance values and achieved values of
between 55 and 62 dB Rw indicating the product should uphold acoustic
performance requirements of most normal partitioning systems.

APPLICATIONS

BritChem Intumescent Putty is designed for, but not limited to, effecting 
a fire and acoustic seal within electrical socket boxes thus removing the 
need for time-consuming baffle boxes.
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Safety Data Sheets (SDS) available upon request. The SDS provides 
information and advice on the safe handling, storage, disposal of 
chemical products, physical and other safety-related data.  
KEEP AWAY FROM CHILDREN AND ANIMALS.

   STORAGE

Store in dry conditions. PROTECT FROM FROST.

HEALTH AND SAFETY

FURTHER INFORMATION

The information given in this product data sheet is offered in good 
faith as typical values and not as a product specification. No warranty, 
either expressed or implied, is hereby made. The recommended 
industrial hygiene and safe handling procedures are believed to be 
generally applicable, each user should review these recommendations 
in the specific context of the intended use and determine whether they 
are appropriate.




